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This manual is provided for your convenience in the use 
and care of your saw.  These instructions include opera-
tion, precautions, preventative maintenance and other 
pertinent data to assist you in assuring long life and de-
pendable service from your saw. 

WARNING:   FOR YOUR SAFETY READ AND UNDERSTAND THIS MANUAL 
PRIOR TO USING THE SAW.  REVIEW ALL SAFETY RULES  AND OPERATING 
INSTRUCTIONS FREQUENTLY. 

12ò RADIAL ARM SAW 
TYPE 8  - cross cut only 
MODELS 3512-01/ 3512-03 
For s/n 20160321854  (05/2016) forward 

 
 Made in USA  

Operations & Maintenance Manual 
and 

Parts Bulletin 

Original Saw Company 
465 Third Ave SE 
P.O. Box 331 

Britt, IA 50423 USA 
 

PH 641-843-3868 
       800-733-4063 

customerservice@originalsaw.com 
www.originalsaw.com 
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Industrial Use Warranty Information 
 
Your new Original Radial Arm Saw is precision manufactured under strict quality standards.  In the 
unlikely event there is trouble with your machine, the Original Saw Company warrants the machine 
for the period of one year from the date of purchase.  The warranty covers defects in materials and 
workmanship.  We will cover the cost of the defective part and ground shipping.  If a replacement 
part is sent under warranty the defective part must be returned to Original Saw Company or you will 
be charged for the replacement.  The part must also be accompanied by a return goods authorization 
number.  This number can be obtained by calling customer service at 1-800-733-4063.  When the 
part is returned it may be repaired or replaced at our discretion.  The part must be shipped prepaid 
to:  The Original Saw Company, Attn. Warranty Replacement Counter, 465 Third Avenue SE, 
P.O. Box 331, Britt, Iowa 50423.   
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!!! CAUTION !!!  
ALL GUARDS MUST REMAIN IN PLACE FOR SAFE CUTTING. 

 

GENERAL RULES FOR SAFE OPERATION OF POWER TOOLS  
 

1. KNOW YOUR POWER TOOL. Read the ownerôs manual carefully.  Learn the applications and 

limitations as well as the specific potential hazards of the tool. 

2. GROUND ALL TOOLS. 

3. KEEP GUARDS IN PLACE.  Keep guards in working order. 

4. KEEP WORK AREA CLEAN.  Cluttered areas and benches invite accidents. 

5. AVOID DANGEROUS ENVIRONMENTS.  Donôt use power tools in damp or wet locations.  Keep work 

area well lit. 

6. KEEP CHILDREN AWAY.  All visitors should keep a safe distance from the work area. 

7. DONôT FORCE TOOL.  The tool will do a better job if used at its designed rate. 

8. WEAR PROPER APPAREL.  Loose clothing, gloves or jewelry may get caught in moving parts.  

Rubber footwear is recommended when working outdoors. 

9. USE PROTECTIVE GLASSES.  If operation is dusty also wear a dust mask. 

10. DONôT OVER REACH.  Keep proper balance and footing at all times. 

11. MAINTAIN TOOLS WITH CARE.  Tools kept sharp and clean provide the best and safest performance.  

Follow instructions for lubricating and changing accessories. 

12. DISCONNECT TOOLS FROM POWER SOURCE.  When not in use, before servicing, when changing 

accessories, blades, or cutters, the tool should be disconnected and locked out. 

13. REMOVE ADJUSTING KEYS AND WRENCHES.  Make it a habit to ensure keys and adjusting 

wrenches are removed prior to starting tool. 

14. USE RECOMMENDED ACCESSORIES.  Consult your distributor or Original Saw Company for 

recommended accessories.  Using improper accessories may cause hazards. 

15. SECURE YOUR WORK.  Use clamps or a vise to hold work when practical. 

16. NEVER LEAVE TOOL RUNNING WHILE UNATTENDED. 

17. ONE OPERATOR ONLY.  The person who operates the saw should also position the work. 

18. DO NOT REMOVE SMALL SCRAPS FROM THE TABLE WITH YOUR FINGERS. 

POWER TOOL SAFETY 

NOTE: 
This manual is not totally comprehensive.  It does not and 
cannot cover every possible safety and operational factor 

which may arise during the life of the machine. 
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Modifications: 
- Any modifications to the machine including incorpora-
tion into an  assembly, addition of integrated feeds or 
other changes are the responsibility of the end user 
and the end user must ensure ongoing compliance. 

 

Additional Safety Actions to be Take by End 
User 
- Lock out Tag out procedures to be adopted during all 
maintenance. 

- Lock out Tag out procedures to be observed when 
changing blade 

 

Functional Testing 
- Braked run down times testðtested monthly  
 (20 second brake run down ) 

- Upper Guard lockingðtested monthly, prove there is 
an inability to open upper guard without tools. 

- Test lower guards for hang ups make sure upper plas-
tic section drop down to cover blade 

- Test lower ring guard (inner) test to make sure it moves 
freely, it is not bent, and does not hang upï must drop 
freely to lower portion of blade  

LƴǎǘǊǳŎǝƻƴǎ ŦƻǊ ¦ǎŜΥ 
- ω !ƭǿŀȅǎ ƻōǎŜǊǾŜ ǘƘŜ ǎŀŦŜǘȅ ƛƴǎǘǊǳŎǝƻƴǎ ŀƴŘ ŀǇǇƭƛŎŀōƭŜ  

-    ǊŜƎǳƭŀǝƻƴǎΦ 

- ω 9ƴǎǳǊŜ ǘƘŜ ƳŀǘŜǊƛŀƭ ǘƻ ōŜ Ŏǳǘ ƛǎ ŬǊƳƭȅ ǎŜŎǳǊŜŘ ƛƴ ǇƭŀŎŜΦ 

- ω !ǇǇƭȅ ƻƴƭȅ ŀ ƎŜƴǘƭŜ ǇǊŜǎǎǳǊŜ ǘƻ ǘƘŜ ǘƻƻƭ ŀƴŘ Řƻ ƴƻǘ ŜȄŜǊǘ 
ǎƛŘŜ ǇǊŜǎǎǳǊŜ ƻƴ ǘƘŜ ǎŀǿ ōƭŀŘŜΦ 

- ω !ǾƻƛŘ ƻǾŜǊƭƻŀŘƛƴƎΦ 

- ω Lƴǎǘŀƭƭ ǘƘŜ ŀǇǇǊƻǇǊƛŀǘŜ ǎŀǿ ōƭŀŘŜΦ 5ƻ ƴƻǘ ǳǎŜ ŜȄŎŜǎǎƛǾŜƭȅ 
ǿƻǊƴ ōƭŀŘŜǎΦ ¢ƘŜ ƳŀȄƛƳǳƳ Ǌƻǘŀǝƻƴ ǎǇŜŜŘ ƻŦ ǘƘŜ ǘƻƻƭ Ƴǳǎǘ 
ƴƻǘ  ŜȄŎŜŜŘ ǘƘŀǘ ƻŦ ǘƘŜ ǎŀǿ ōƭŀŘŜΦ 

- ω 5ƻ ƴƻǘ ŀǧŜƳǇǘ ǘƻ Ŏǳǘ ŜȄŎŜǎǎƛǾŜƭȅ ǎƳŀƭƭ ǇƛŜŎŜǎΦ 

- ω !ƭƭƻǿ ǘƘŜ ōƭŀŘŜ ǘƻ Ŏǳǘ ŦǊŜŜƭȅΦ 5ƻ ƴƻǘ ŦƻǊŎŜΦ 

- ω !ƭƭƻǿ ǘƘŜ ƳƻǘƻǊ ǘƻ ǊŜŀŎƘ Ŧǳƭƭ ǎǇŜŜŘ ōŜŦƻǊŜ ŎǳǩƴƎΦ 

- ω aŀƪŜ ǎǳǊŜ ŀƭƭ ƭƻŎƪƛƴƎ ƪƴƻōǎ ŀƴŘ ŎƭŀƳǇ ƘŀƴŘƭŜǎ ŀǊŜ ǝƎƘǘΦ 

- ω bŜǾŜǊ Ǌǳƴ ǘƘŜ ƳŀŎƘƛƴŜ ǿƛǘƘƻǳǘ ǘƘŜ ƎǳŀǊŘǎ ƛƴ ǇƭŀŎŜΦ 

- ω bŜǾŜǊ ƭƛƊ ǘƘŜ ƳŀŎƘƛƴŜ ōȅ ǘƘŜ ǘŀōƭŜ ǘƻǇΦ 

tǊŜǾŜƴǘŀǝǾŜ aŀƛƴǘŜƴŀƴŎŜ 
hǊƛƎƛƴŀƭ wŀŘƛŀƭ !ǊƳ {ŀǿǎ ŀǊŜ ŘŜǎƛƎƴŜŘ ǘƻ ǇǊƻǾƛŘŜ ȅƻǳ ǿƛǘƘ 
ǇǊŜŎƛǎƛƻƴ ŎǳǩƴƎ ǿƛǘƘ ŀ ƳƛƴƛƳŀƭ ŀƳƻǳƴǘ ƻŦ ƳŀƛƴǘŜƴŀƴŎŜΦ   
¢ƘŜ ŦǊŜǉǳŜƴŎȅ ƻŦ ǘƘŜ ƳŀƛƴǘŜƴŀƴŎŜ ŘŜǇŜƴŘǎ ƻƴ ǘƘŜ ŀƳƻǳƴǘ 
ƻŦ ǳǎŜ ŀƴŘ ǘƘŜ ŘŜǎƛǊŜŘ ŎǳǩƴƎ ǉǳŀƭƛǘȅΦ 
 

!ƭǿŀȅǎ ŘƛǎŎƻƴƴŜŎǘ ŀƴŘ ƭƻŎƪƻǳǘ ǇƻǿŜǊ ǎǳǇǇƭȅ   ōŜŦƻǊŜ ǇŜǊπ
ŦƻǊƳƛƴƎ ƳŀƛƴǘŜƴŀƴŎŜΦ 

 

- !ƊŜǊ ŜǾŜǊȅ мсл ƘƻǳǊǎ ƻŦ ǳǎŜΣ ǘƘŜ ŎƻƭǳƳƴ ǎƘƻǳƭŘ ōŜ 
ǿƛǇŜŘ Řƻǿƴ ǿƛǘƘ ŀ ŎƭŜŀƴΣ ŘǊȅ ǊŀƎΦ  

- ²ƛǇŜ ǘƘŜ ǘǊŀŎƪǎ ƻŦ ǘƘŜ ŀǊƳ ǿƛǘƘ ŀ ŎƭŜŀƴ ǊŀƎ ŀƴŘ ŜƛǘƘŜǊ 
ŘŜƴŀǘǳǊŜŘ ŀƭŎƻƘƻƭ ƻǊ Ǉŀƛƴǘ ǘƘƛƴƴŜǊ ǘƻ ǊŜƳƻǾŜ ǿƻƻŘ 
ǇƛǘŎƘ ōǳƛƭŘǳǇΦ  aƻǾŜ ǘƘŜ ŎŀǊǊƛŀƎŜ ōŀŎƪ ŀƴŘ ŦƻǊǘƘ ǎŜǾŜǊπ
ŀƭ ǝƳŜǎ ŀƴŘ ŎƭŜŀƴ ƛǘ ŀƎŀƛƴΦ  5h bh¢ ƭǳōǊƛŎŀǘŜ ǘƘŜ ŀǊƳ 
ǘǊŀŎƪǎΤ ŘƻƛƴƎ ǎƻ Ƴŀȅ ŎŀǳǎŜ ŜȄŎŜǎǎƛǾŜ ŀǊƳ ǿŜŀǊ ŘǳŜ ǘƻ 
Řǳǎǘ ŀǧǊŀŎǝƴƎ ǘƻ ǘƘŜ ŀǊƳ ǘǊŀŎƪǎΦ   

- YŜŜǇ ǘƘŜ ǘǊŀŎƪǎ ŎƭŜŀƴ ŀƴŘ ŘǊȅΦ 

- tǳƭƭ ŎŀǊǊƛŀƎŜ ŦǊƻƳ ǘƘŜ ŀǊƳ ŀƴŘ ǿƛǇŜ ōŜŀǊƛƴƎǎ ǿƛǘƘ ŘŜπ
ƴŀǘǳǊŜŘ ŀƭŎƻƘƻƭ ƻǊ Ǉŀƛƴǘ ǘƘƛƴƴŜǊΦ    

- tŜǊƛƻŘƛŎŀƭƭȅ ǿƛǇŜ ƻǊ ǾŀŎǳǳƳ ǎŀǿŘǳǎǘ ŦǊƻƳ ŀƭƭ ŜȄǇƻǎŜŘ 
ǎǳǊŦŀŎŜǎΦ  /ƘŜŎƪ ŦƻǊ ƭƻƻǎŜ ƻǊ ōǊƻƪŜƴ ǇŀǊǘǎ ŀƴŘ ǊŜǇƭŀŎŜ 
ƛŦ ƴŜŎŜǎǎŀǊȅ ǿƛǘƘ ƎŜƴǳƛƴŜ hǊƛƎƛƴŀƭ {ŀǿ tŀǊǘǎΦ  /ƘŜŎƪ 
ǘƘŜ ōƭŀŘŜ ǘƻ ǎŜŜ ƛŦ ƛǘ ƛǎ ǎƘŀǊǇ ŀƴŘ ŦǊŜŜ ƻŦ ǿƻōōƭŜΦ 

- !ŘƧǳǎǘƳŜƴǘ ŀƴŘ ŀƭƛƎƴƳŜƴǘ ƻŦ ǎŀǿ ƛǎ ƴŜŎŜǎǎŀǊȅ ƻƴƭȅ 
ǿƘŜƴ ŎǳǩƴƎ ǊŜǎǳƭǘǎ ƛƴ ǳƴŀŎŎŜǇǘŀōƭŜ ŀŎŎǳǊŀŎȅΦ 

- !ƊŜǊ Ƴŀƴȅ ȅŜŀǊǎ ƻŦ ǳǎŜ ȅƻǳǊ ǎŀǿ Ƴŀȅ ƴŜŜŘ ǊŜǇƭŀŎŜπ
ƳŜƴǘ ǇŀǊǘǎΦ  LŦ ŀƴȅ ƻŦ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ǿŜŀǊǎ ƻǳǘΣ ŀƭƭ ƻǘƘπ
ŜǊǎ ƭƛǎǘŜŘ ǎƘƻǳƭŘ ōŜ ŎƘŜŎƪŜŘ ŀƭǎƻΦ  

  
 wƻƭƭŜǊ ƘŜŀŘ ōŜŀǊƛƴƎǎΥ  /ƘŜŎƪ ŦƻǊ ŦǊŜŜΣ ǎƳƻƻǘƘ Ǌƻǘŀ-
 ǝƻƴΦ  5ƻ ƴƻǘ ŀǧŜƳǇǘ ǘƻ ƭǳōǊƛŎŀǘŜΦ 
 
 !ǊƳ ¢ǊŀŎƪǎΥ  LŦ ǘƘŜ ǎŀǿ ƛǎ ǳǎŜŘ ǇǊƛƳŀǊƛƭȅ ŦƻǊ ǎƘƻǊǘ 
 Ŏǳǘ-ƻũǎΣ ǘƘŜ ǘǊŀŎƪǎ Ƴŀȅ ǿŜŀǊ ƳŀƪƛƴƎ ƛǘ ŘƛŶŎǳƭǘ ǘƻ 
 ŀŘƧǳǎǘ ǘƘŜ ǊƻƭƭŜǊ ƘŜŀŘ ōŜŀǊƛƴƎ ŦƻǊ Ŧǳƭƭ ƭŜƴƎǘƘ ŀǊƳ 
 ǘǊŀǾŜƭΦ  !ǊƳǎ Ŏŀƴ ƎŜƴŜǊŀƭƭȅ ōŜ ǊŜ-ƳŀŎƘƛƴŜŘτ
 ŎƻƴǘŀŎǘ hǊƛƎƛƴŀƭ {ŀǿ ŦƻǊ ǇǊƛŎƛƴƎ ŀƴŘ ǎƘƛǇǇƛƴƎ ƴ
 ǎǘǊǳŎǝƻƴǎΦ 
 
 aƻǘƻǊ ōŜŀǊƛƴƎǎΥ  /ƘŜŎƪ ŦƻǊ ŦǊŜŜΣ ǎƳƻƻǘƘ ǊƻǘŀǝƻƴΦ  
 5ƻ ƴƻǘ ŀǧŜƳǇǘ ǘƻ ƭǳōǊƛŎŀǘŜΦ 
 
 9ƭŜǾŀǝƴƎ ƳŜŎƘŀƴƛǎƳΥ  wŜƳƻǾŜΣ ŎƭŜŀƴ ŀƴŘ ƭǳōǊƛ
 ŎŀǘŜ ǿƛǘƘ ǘȅǇŜ 9t ƎǊŜŀǎŜΦ  /ƘŜŎƪ ŦƻǊ ǿŜŀǊ ōŜǘǿŜŜƴ 
 ƴǳǘ ŀƴŘ ƧŀŎƪ ǎŎǊŜǿΦ  wŜǇƭŀŎŜ ŀǎǎŜƳōƭȅ ƛŦ ƭƻƻǎŜΦ 
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Use this space to record service as required on the 
page to the right  on your Original Radial arm saw 

MANTAINENANCE RECORDS 
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SYMBOLS / DECALS 

Always replace damaged, missing, or illegible decals. 
Contact Original Saw at 641.843.3868 for replacement 

parts. 

6
. 

 
Denotes hearing and eye          
protection required. 

7
. 

 
Denotes guards required to be 
in place. 

8
. 

 

Denotes general safety hazard. 
See operators manual for more 
information pertaining to these   
areas. 

9
. 

 Denotes lift point. 

 

Denotes risk of injury, loss of life, 
or 
damage to the tool in case of not 
observing the instructions in this 
manual. 

1
. 

 Denotes risk of electrical shock. 
2
. 

 Denotes risk of pinching hazard. 
3
. 

 
Denotes hazard of rotating 
blade. 

4
. 

 
Denotes hazard of entangle-
ment.  

5
. 
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SYMBOLS / DECALS 

Left front Leg: 
Index  # 1 Read Manual 
 # 6 Hearing and eye protection 
 # 7 Guards required to be in place 
 # 8 General Caution 

Guard: 
Index  # 4 Hazzard Rotating blade 
 # 6 Hearing and eye protection 
 # 7 Guards required to be in place 
 -    rotation direction  
 -    use blades rated at 3600 rpm  

Arm: 
 General Caution 
 

Frame: 
Index  # 4 Denotes lift point     
 Note there are 2 on front of frame 
 and 2 on the rear of the frame 

Base Casting: 
Index  # 3 Denotes a pinch point on front 
 of base between yoke and base 
 assemblies during normal usage 

Frame: 
Index  # 4 Denotes lift point (2 ) 
 on the rear of the frame 

Danger 
Hazardous Voltage 
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Components and Controls 

!!! CAUTION !!!  
BOTH UPPER AND LOWER GUARDS MUST REMAIN IN PLACE FOR SAFE CUTTING OPERATION.  

Control Locations  
 
A. Miter Latch Handle 
B. Arm Clamp Handle 
C. Elevating Control Handle 
D. Miter Scale 
E. On/Off Switch 
F. Adjustable Arm Stop 
G. Operating Handle 
H. Bevel Index Pin 
I. Bevel Scale 
J. Bevel Clamp Handle 
K. Serial Number Plate 
L. Carriage lock clamp 
M. Carriage return spring 
N. Magnetic starter assembly             
(Usually mounted on wall) 

O. Blade guard (upper) 
P. Blade guard (lower) 2 pcs 
Q. Front table 
R. Fence board 
S. Spacer boards 
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